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Wire Shelving

PROJECT NAME: ___________________________________

ITEM: _____________________________________________ 

LOCATION: _______________________________________

MODEL: __________________________________________

Specifi cations subject to change without notice.

Approvals:

WIRE SHELVING
• Unique Design: The open wire design of these heavy-

gauge carbon-steel shelves minimizes dust accumulation 
and allows a free circulation of air, greater visibility of 
stored items and greater light penetration.

• Versatile Construction: Centaur wire shelving can 
change as quickly as your needs change. 

• Fast, Secure Assembly: Posts have circular grooves 
at 1" (25mm) intervals. A tapered split sleeve snaps 
together around each post. Tapered openings in 
the shelf corners slide over the tapered split sleeves 
providing a positive lock. Shelf is assembled in minutes 
without the use of any special tools.

• Shelf Mat Wires: Run front to back, allowing you to 
slide items on and off shelves smoothly. 

• Shelf Accessibility: Shelves can be loaded/unloaded 
easily from all sides. This open construction allows use 
of maximum storage space of cube.

• Adjustability: Shelves can be adjusted at 1" (25mm) 
intervals along the entire length of the post.

• Finish Options: Chromate for dry storage. Green 
epoxy with chromate substrate for walk-in coolers and 
other damp environments.

• Posts: Bolt levelers compensate for surface irregularities 
on stationary posts. Posts also available for mobile 
application.

NSF®

LOAD CAPACITY:
Up to 48" (1219mm) Length

= 800 lbs. (363kg)
54"-72" (1372-1829mm) Length

= 600 lbs. (272kg) 
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Wire Shelving

 Shelf Dividers for Shelves
Keep shelf contents orderly with these 8" (203mm)
high, pressure-fi t dividers.
 Shelf Width Approx.  Pkd. Wt.
 (in.) (mm) (lbs.) (kg) Plated

 18 457 2.25 1.0 CDD18C
 24 610 2.75 1.3 CDD24C

 Stackable Shelf Ledges

4" (100mm) High 
 Shelf Width Approx.  Pkd. Wt.
 (in.) (mm) (lbs.) (kg) Plated

 14  355 0.83 0.36 CL14-4C
 18  457 1.5  0.68 CL18-4C
 24  610 2.0  0.9  CL24-4C
 30  760 2.25 1.03 CL30-4C
 36  914 2.75 1.25 CL36-4C
 48 1219 3.75 1.68 CL48-4C
 60 1524 4.0  1.81 CL60-4C
 72 1828 5.0  2.25 CL72-4C

Note: Actual ledge length is approximately 1" (25mm) shorter than nominal shelf 
length/width.
 Stem Casters — Resilient Rubber (Order By Each)
Use with posts to create a mobile shelving unit to meet your special needs.
Each caster is constructed of resilient rubber wheels and plated components.
Load rating is 200 lbs. (90kg) per caster. Sold by the piece.
    Approx.
 Wheel Diameter Face Load Rating Pkd. Wt.
 (in.) (mm) (in.) (mm) (lbs.) (kg) Type Wheel Tread (lbs.) (kg)  Cat. No.

 5 127 11/4 32 200  90 Stem/Swivel Resilient 21/2 1.1 C5
 5 127 11/4 32 200  90 Stem/Brake Resilient 25/8 1.2 C5B

 Stem Caster Kit — High Modulus Rubber (One Kit = Four Casters)
Kit consists of four swivel casters with brakes. Each caster is constructed of durable,
non-marking high modulus rubber. Load rating is 300 lbs. (136kg) per caster.
    Approx.
 Wheel Diameter Face Load Rating Pkd. Wt.
 (in.) (mm) (in.) (mm) (lbs.) (kg) Type Wheel Tread (lbs.) (kg) Cat. No.

 5 127 11/4 32 300 136 Stem/Brake Flat High Modulus Rubber 9 4.1  C5FBA-4

 Direct Wall Mounts
Each consists of one shelf support and mounting plate. Use single support at
shelf ends; double support for adjoining shelves. (Single — Two required per shelf.)
  Approx.   Approx.
 Shelf Width Pkd. Wt. SINGLE  Pkd. Wt. DOUBLE
 (in.) (mm) (lbs.) (kg) Chrome Green Epoxy  (lbs.) (kg) Chrome Green Epoxy

 14 355 11/2 0.7 C1WD14C C1WD14K  3 1.4  C2WD14C C2WD14K
 18 457 2 0.9 C1WD18C C1WD18K  4 1.8  C2WD18C C2WD18K
 24 610 3 1.4 C1WD24C C1WD24K  4.5 2 C2WD24C C2WD24K

Warranty
Green Epoxy shelves, posts, and accessories have a limited 7 year warranty against corrosion.

x4

POSTS

C7C
C13C
C33C
C54C
C63C
C74C
C86C

C7UC
C13UC
C33UC
C54UC
C63UC
C74UC
C86UC

Chrome Chrome

C7K
C13K
C33K
C54K
C63K
C74K
C86K

Green
Epoxy

C7UK
C13UK
C33UK
C54UK
C63UK
C74UK
C86UK

Green
Epoxy Posts are grooved at

1" (25mm) increments 
and numbered at 2" 
(50mm) increments.
Posts are double-grooved 
every 8" (203mm) for 
easy identifi cation.

STATIONARY MOBILE

 *Height includes leveling bolt and cap on stationary units.
**Casters sold separately. A 5" (127mm) caster adds approximately 6"
   (152mm) to overall height.

 Replacement Plastic Split Sleeves

One bag required per shelf; 4
pairs per bag.
Cat. No. C9985

 “S” Hook
Two are required
for each storage level.
Cat. No. C9995Z

 Foot Plates
Use to bolt units to the fl oor, or
when a broader, more stable foot
is desired.
Zinc. Cat. No. C9993Z
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Information and specifi cations are subject to change 
without notice. Please confi rm at time of order.

(lbs.)     (kg)

Approx. 
Weight Per Post

 1/2

1
2
3
31/2

4
5

0.3
0.5
0.9
1.4
1.6
1.8
2.3

 71/2

141/2 

341/2

549/16

629/16

745/8

865/8

191
370
875

1385
1590
1895
2200

(in.)       (mm)
Height*

 63/4

133/4

333/4

5313/16

6113/16

737/8

857/8

171
349
857

1366
1570
1873
2181

(in.)       (mm)
Height**



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


