
v
o

ic
e
, d

a
ta

 &
 p

r
e

m
is

e
 w

ir
e

182
800.HOU.WIRE
www.houwire.com
2012 Product Catalog. All data subject to change without notice.

MULTIPLE CONDUCTOR
UL Type CMR, CL3R, 75°C
Non-Shielded
PVC Insulation & PVC Jacket
Copper Conductors

SPECIFICATION

HW400

APPLICATION: 
For use in remote control signaling and power-limited circuit 
applications where protection from electrostatic interference 
is not required, for security, intercom, public address, sound 
and audio systems.

CONDUCTORS: 
Stranded soft bare annealed copper per ASTM B-3

INSULATION: 
Semi-rigid PVC 

JACKET: 
Gray PVC with a ripcord applied longitudinally under the 
jacket to facilitate stripping

FLAME TESTS:
UL 1666 Flame Test

COLOR CODE:
See Appendix, Chart 1

ADDITIONAL STANDARDS:
•	22	AWG	-16	AWG	–	UL	Standard	13,	NEC	Article	725	Type	
CL3R	and	UL	Standard	444,	NEC	Article	800	Type	CMR

•	14	AWG	-12	AWG	–	UL	Standard	13,	NEC	Article	725	
Type CL3R

•	RoHS	Compliant
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