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SPECIFICATION 

HW331

INTERLOCKED ARMOR 
- POWER CABLE, CSA TECK 90
1000 Volt, CSA Teck 90, -40° to 90°C
Copper Conductors with Bare Ground
XLP Insulation & Inner PVC Jacket
Aluminum Interlocked Armor (AIA) & Outer PVC Jacket

 

Catalog Number Size  
(AWG)

Number of 
Conductors

Ground  
(AWG)

Inner Jacket 
Thickness 

(mils)

Approx  
Diameter Inner 

Jacket  
(inches)

Approx  
Diameter  

Outer Jacket  
(inches)

Net Weight  
(lbs/mft)

Approx  
Diameter  

Armor  
(inches)

Insulation 
Thickness 

(mils)

binder 
tape

ground

outer PVC 
jacket

interlocked 
armor

inner PVC 
jacketfillers

copper  
conductors

XLP 
insulation

HW331 00803
HW331 00804
HW331 00603
HW331 00604
HW331 00403
HW331 00404
HW331 00303
HW331 00304
HW331 00203
HW331 00204
HW331 00103
HW331 00104
HW331 10103
HW331 10104
HW331 20103
HW331 20104
HW331 30103
HW331 30104
HW331 40103
HW331 40104
HW331 25003
HW331 25004
HW331 30003
HW331 30004
HW331 35003
HW331 35004
HW331 50003
HW331 50004

8
8
6
6
4
4
3
3
2
2
1
1

1/0
1/0
2/0
2/0
3/0
3/0
4/0
4/0
250
250
300
300
350
350
500
500

3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4
3
4

45
45
60
60
60
60
60
60
60
60
80
80
80
80
80
80
80
80
80
80
90
90
90
90
90
90
90
90

10
10
8
8
8
8
6
6
6
6
6
6
6
6
6
6
4
4
4
4
4
4
4
4
3
3
3
3

60
60
60
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
80
110
110
110
110
110
110
110
110
110

0.627
0.694
0.766
0.895
0.904
0.995
0.964
1.085
1.026
1.145
1.182
1.303
1.263
1.394
1.348
1.488
1.450
1.607
1.567
1.793
1.768
1.952
1.877
2.077
1.976
2.189
2.241
2.481

0.855
0.921
1.035
1.170
1.176
1.270
1.236
1.360
1.300
1.420
1.457
1.578
1.537
1.669
1.621
1.757
1.725
1.852
1.815
2.033
2.120
2.302
2.235
2.427
2.330
2.539
2.595
2.831

0.942
1.028
1.125
1.280
1.265
1.351
1.326
1.441
1.388
1.501
1.547
1.663
1.630
1.774
1.729
1.865
1.835
1.960
1.925
2.141
2.250
2.417
2.367
2.542
2.462
2.654
2.757
3.020

491
583
644
838
924
1122
1026
1359
1274
1580
1539
1927
1796
2295
2165
2711
2571
3395
3196
4197
3830
4828
4382
5630
4990
6399
6674
8555Dra

ft
1304-14
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SPECIFICATION 

HW331

INTERLOCKED ARMOR 
- POWER CABLE, CSA TECK 90
1000 Volt, CSA Teck 90, -40° to 90°C
Copper Conductors with Bare Ground
XLP Insulation & Inner PVC Jacket
Aluminum Interlocked Armor (AIA) & Outer PVC Jacket

APPLICATION: 
For exposed or concealed wiring in wet or dry locations. For 
use in ventilated, non-ventilated and ladder type cable troughs 
and ventilated flexible cableway in wet or dry locations. 
Suitable for direct burial, use in cable tray and embedment in 
concrete. Sunlight and oil resistant outer jacket. Teck cables 
are versatile, flexible, and resistant to mechanical abuse and 
corrosion. Typical applications are for control, lighting and 
power circuits. Used in industries such as pulp and paper, 
mining and steel, food and beverage, commercial centers, 
generating stations, refineries, chemical plants and other 
industrial facilities. 

CONDUCTORS: 
Bare annealed copper, Class B stranding per ASTM B8;  
Sizes 8 AWG to 1000 kcmil, conductors are compact stranded 
to reduce cable diameter and weight.

INSULATION: 
Cross-linked polyethylene (XLP) per CSA C22.2  
No 38 type RW90 for unshielded cables.

COLOR CODE: 
 
 
 
 

14 AWG to 2 AWG: colored insulation 
1 AWG & larger: printed colored stripe or black and numbered. 

GROUNDING CONDUCTOR:  
Uninsulated stranded bare copper.

INNER JACKET: 
Black polyvinyl chloride (PVC) jacket per CSA C22.2  
No. 131-M89, 90 C temperature rating, flame retardant,  
low acid gas emitting 

ARMOR: 
Interlocking aluminum tape armor applied directly over  
the inner jacket. 

OUTER JACKET: 
Black polyvinyl chloride (PVC) jacket per CSA C22.2 No. 
131-M89, low acid gas emission, limited flame spread and 
excellent corrosion resistance. 

BENDING RADIUS:
Unshielded Cables: 7 x cable overall 
Shielded Cables: 12 x cable overall 

FLAME TESTS:
CSA FT1, flame retardant
CSA FT4, fire retardant
ICEA T-29-520 Fire Test at 210,000 BTU/hr,  
	 IEEE 1202, 383 and UL 1685 

ADDITIONAL STANDARDS:
CSA listed Type TECK 90
CSA C22.2 No. 0.3-96 and marked AG14,  
	 low acid gas emitting
CSA C22.2 No. 174-M1998,  
	 rated for Hazardous Locations (HL)
		  Note: Cannot be used in Class I or II, Division 1 	
		  locations in accordance with NEC.
Lead Free and RoHS compliant

2C 
3C 
4C 

5C or more

Black, White 
Red, Black, Blue 
Red, Black, Blue, White 
Black and Numbered

1304-14


