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NMO SQUARE MAGNETIC MOUNTS

NMO square magnetic mounts have the following specifications:

Size:	 3.5” x 3”
Cable Length:	 12’
Pull Strength:	 50 lbs

	 Model	 Coax	 Connector

*NMOMMNOCONN	 CX (RG-58A/U)	 No Conn

*NMOMMMPL	 CX (RG-58A/U)	 MPL

*NMOMM	 CX (RG-58A/U)	 58FCP

*NMOMMBNC	 CX (RG-58A/U)	 BNC

*NMOMMPL	 CX (RG-58A/U)	 PL-259

*NMOMMFME	 CX (RG-58A/U)	 FME

*NMOMMDSFME	 DS (RG-58A/U Dual Shield)	 FME

NMO TRUNK LID MOUNTS

NMO trunk lid mounts have the following specifications:

Size: 2.5” x 2”

All Larsen NMOHF (high frequency 27 MHz to 6 GHz) mounts convert from 
low frequency applications to high frequency applications and back by pull-
ing or replacing the center pin and insulator.

GPS LTE DIRECT MOUNTS

NMOHFGPS mounts have the following specifications:

Frequency:	 1575.4 - 1576.4 MHz	 Gain: 	 5 dBic
Polarization: 	 Right-Hand Circular / Vertical	 LNA Gain:	 26 dB ± 2 dB
Cable:	 16.4’ RG-174 (GPS)	 VSWR:	 Less than 2:1 
	 16.4’ RG-58 (NMOHF)	 Size:	 .5 x 2 x 4.5
Voltage:	 3 or 5 V DC	 Color:	 Black
Mounting:	 5/8 “ Hole

Model	 Connectors

*NMOHFGPSFMENOCONN	 FME/No Connector

*NMOHFGPSFMESMA	 FME/SMA

*NMOHFGPSNOCONN	 No Connectors

*NMOHFGPSSMASMA	 SMA/SMA

NOTE:  Specifications listed refer to GPS performance.  Additional antenna 
specifications are dependent on the antenna mounted on the NMO side.

Model	         Coax	 Cable Length	 Connector

*NMOTLP 	   CX (RG-58A/U)	       17 ft.	     PL-259

*NMOTLPFME	   CX (RG-58A/U)	       17 ft.	        FME

*NMOHFTLP200NF	         LMR-200	       17 ft.	        N-Female

*NMOHFTLP200NF12	         LMR-200	       12 ft.	        N-Female

CABLE ASSEMBLIES/MOUNTS

LM MOUNTS

	 Model	 Coax	 Connector

*LMKNOCONN	 CX (RG-58A/U)	 No Conn

*LMKFME	 CX (RG-58A/U)	 FME

*LMK	 CX (RG-58A/U)	 PL-259

*LMKDS	 DS (RG-58A/U Dual Shield)	 No Conn

*LMKDSFME	 DS (RG-58A/U Dual Shield)	 FME

LMKUD	 UD (RG-58U Dual Shield)	 No Conn

LMKUDFME	 UD (RG-58U Dual Shield)	 FME

LMMM MAGNETIC MOUNTS

LM magnetic mounts have the following specifications:

Size:	 3.5” x 3”	 Cable Length:	 12’
Type:	 5/16” x 24 THDS	 Pull Strength:	 50 lbs

	 Model	 Coax	 Connector

*LMMMFME	 CX (RG-58A/U)	 FME Crimp

*LMMMMPL	 CX (RG-58A/U)	 MPL Crimp

*LMMM	 CX (RG-58A/U) 	 58FCP

*LMMMBNC	 CX (RG-58A/U)	 BNC Crimp

*LMMMPL	 CX (RG-58A/U)	 PL-259

*LMMMDS	 DS (RG-58A/U Dual Shield)	 No Conn

*LMMMSDFME	 DS (RG-58A/U Dual Shield)	 FME

LM TRUNK LID MOUNTS

LM trunk lid mounts have the following specifications:

Size:	 2.5” x 2”	 Cable Length:	 17’
Type:	 5/16” x 24 THDS

	 Model	 Coax	 Connector

*LMTLP	 CX (RG-58A/U)	 PL-259

*LMTLPDS	 DS (RG-58A/U Dual Shield)	 Order Separately

PO MOUNTS

	 Model	 Coax	 Connector

*POKNOCONN	 CX (RG-58A/U)	 No Conn

PO MAGNETIC MOUNTS

PO magnetic mounts have the following specifications:

Size:	 3.5” x 3”	 Cable Length:	 12’
Type:	 SO-239 Female	 Pull Strength:	 50 lbs

	 Model	 Coax	 Connector

*POMM	 CX (RG-58A/U)	 58FCP
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