
62

Liquid Tight Fittings

429-NMLT 470-NMLT

Nonmetallic straight and 90° connectors for use
with nonmetallic “Type B” liquid tight conduit.
Sunlight resistant.
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Liquid Tight Connectors, 
Straight & 90°

Straight Nonmetallic
Catalog               Trade              Unit                   Std.
Number                Size               Qty.                   Pkg.

429-NMLT            3/8"                25                    100
430-NMLT            1/2"                25                    100
431-NMLT            3/4"                10                     50
432-NMLT              1"                   5                      25
433-NMLT          1 1/4"                5                      25
434-NMLT          1 1/2"                2                      10
435-NMLT              2"                   2                      10

90° Nonmetallic
Catalog               Trade              Unit                   Std.
Number                Size               Qty.                   Pkg.

469-NMLT            3/8"                25                    100
470-NMLT            1/2"                25                    100
471-NMLT            3/4"                10                     50
472-NMLT              1"                   5                      25
473-NMLT          1 1/4"                2                      10
474-NMLT          1 1/2"                2                      10
475-NMLT              2"                   2                      10

Straight Nonmetallic
Catalog               Trade              Unit                   Std.
Number                Size               Qty.                   Pkg.

430-NMLTS          1/2"                25                    100
431-NMLTS          3/4"                25                    100

90° Nonmetallic
Catalog               Trade              Unit                   Std.
Number                Size               Qty.                   Pkg.

470-NMLTS          1/2"                10                    100
471-NMLTS          3/4"                10                    100

Screw-On Liquid Tight 
Connectors, Straight & 90°

Nonmetallic straight and 90° connectors for use
with nonmetallic “Type B” liquid tight conduit.
Connectors simply screw onto conduit. No tools
required! Sunlight resistant.
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